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LMSP-R (Round) / LMSP-SQ (Square)

LUMITRON REF. H1 (mm) H2 (mm) D1 (mm) D2 (mm) A B C T Weight (Kg)

LMSP-2.5-R(SQ)-76 2,500 500 60 76 250 200 12 10 12.5

LMSP-3.0-R(SQ)-76 3,000 500 60 76 250 200 12 10 15.0

LMSP-3.5-R(SQ)-76 3,500 500 60 76 250 200 12 10 17.5

LMSP-4.0-R(SQ)-76 4,000 500 60 76 250 200 12 10 20.0

LMSP-3.0-R(SQ)-114 3,000 500 60 114 250 200 22 15 30.0

LMSP-3.5-R(SQ)-114 3,500 500 60 114 250 200 22 15 35.0

LMSP-4.0-R(SQ)-114 4,000 500 60 114 250 200 22 15 40.0

LMSP-4.5-R(SQ)-114 4,500 500 60 114 250 200 22 15 45.0

LMSP-5.0-R(SQ)-114 5,000 500 60 114 250 200 22 15 50.0

LMSP-6.0-R(SQ)-114 6,000 500 60 114 250 200 22 15 60.0

LMSP-5.0-R(SQ)-140 5,000 500 60 140 300 250 22 15 53.5

LMSP-6.0-R(SQ)-140 6,000 500 60 140 300 250 22 15 64.2

LMSP-7.0-R(SQ)-140 7,000 500 60 140 400 300 30 25 74.9

LMSP-8.0-R(SQ)-140 8,000 500 60 140 400 300 30 25 85.6

LMSP-9.0-R(SQ)-140 9,000 500 60 140 400 300 30 25 96.3

LMSP-10-R(SQ)-140 10,000 500 60 140 400 300 30 25 107.0

LMSP-12-R(SQ)-140 12,000 500 60 140 450 350 30 25 128.5
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High quality and study construction pole for pole top, floodlight,
street light , amenity light. Suitable for any other areas where 
attractive pole required. Weight getting more than tapered pole.
• Galvanized steel pole. 
•  Spigot Ø60mm
• Fuse with service door 

Accessories
�  R: Round Pole
� SQ: Square Pole
�  Bracket arm for installation of 1-4 floodlights, T type or Cross 
type (+)
�  Adaptor bracket for twin Heads
� Adaptor bracket for 3-4 Heads 

�  Fuse (By contractor)
�  J-Bolt 1  in + nuts + screw
�  Spigot Ø60mm

Round / Square Street Light Pole


