
LMDL - 162

18-150W Wall Washer Recessed Downlight

RX7S5,300ºK5,500MH 70WLMDL-162-70MH

RX7S3,000ºK1,200PLC 18WLMDL-162-18PLC
RX7S4,200ºK5,000HAL 300WLMDL-162-300HAL

RX7S

Base

3,000ºK11,250MH 150WLMDL-162-150MH

Color Temp.Lumens RemarkLamp TypeLumitron Ref.

Ordering Information

A functional, aesthetically-pleasing design, Lumitron’s LMDL-162, 
is suitable for compact fluorescent, metal halide, halogen lamp to 
provide sufficient light output, especially for wall washer 
applications. Ideal for indoor signage lighting, commercial lighting 
applications, exclusive residential projects,  shopping arcades, hotels,  
and etc. 

Specifications 
• Reflector: high purity, anodized aluminium. 
• Diffuser: heat resistant, tempered safety glass.
• Housing:  die cast aluminium housing, white finish.
• Trim and Body: finish in white polyester powder coated. Other 
color available on request.

-White color
-Red color

-Silver grey color
• Lampholder: G24d-2, R7S, RX7s base
• Gearbox: remote gearbox accommodates ballast, ignitor, and P.F. 
correction capacitor. Lumitron offers only anti-cycling, super-posed 
ignitor to avoid ballast failures during ends of lamp life.
• Wiring: heat resistant, high voltage cable where applicable.
• Mounting: recessed mounting by employing supporting tools and 
screw fastening.
• Cut-out diameter 227x130mm.

LUMITRON: LMDL-162


