LMTL - 64

QR111 - Halogen Track Light / Spot Light

A mini track / spot light luminaires for indoor use, Lumitron’s
LMTL-64, is suitable for decorative interiors, display windows,
shops, showrooms, exhibition halls, department stores, and other
commercial areas.

Specifications

* Housing: corrosion resistant die cast aluminium body with
polyester powder coating finish in white, black, or silver color.
Other color available on request.

O -WH: white color

O -BK: black color

Q -SV: silver color

 Transformer: built-in type transformer.

e Lamp beam angle 4° 8° 24°
specifications.

« Suitable for QR111 50W up to 75W.

« Lampholder: G53, ceramic type, VDE approved.

« Standards and Conformities: DIN, VDE, IEC, Class | Electrical.
« Installation/Mounting: track or surface mounting.

and 45° Recheck lamp

Indy

dAecorative lights

LUMITRON

LUMITRON

LUMITRON

QR111 12V 100W &  QR111 12V 100W 24 QR111 12V 100W 45
I I\ A
12000 b | 20m 8500 Ix AN 1om 2800 lx A 1.0m
— -no,lsnm_- el B045m | — B0AIm ] —
II \'nl 7 Y
/ \
5330 ke |l 30m 220k . 20m 700 b e\ 20m
- {a042m — 8085m | — K o165 m % -
[ [ \ / \
3000 It rdled) 40m 940 I f \ 30m 310 Ix \ 0m
= °|°‘55|"' — — {(a130m |\ —~ - az50m| -
| /
1920 b it 50m 530 Ix | \ 40m sk f 40m
80.0m =] eiLom] —I 7 a330m
I | 1 Fi
Emax (lux) H  Emax (lux) H  Emax (lux) H

Ordering Information

Beam Angle
40,80, 240
8°, 240, 45°

Lumitron Ref.
LMTL-64-50QR111
LMTL-64-75QR111

Lamp Type
QR111 50W
QR111 750W

Color Temp.
3,000°K
3,000°K

G53
G53



