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LMDL-13A
Cut-out 86x86mm

LMDL-13B
Cut-out 113x113mm

LMDL-13C
Cut-out 133x133mm

LMDL-13D
Cut-out 165x165mm

LUMITRON

LUMITRON REF.   Dimension   Lamp Lumen Base
LMDL-13A 100x100 PLE 5-8W 235-400 E27
LMDL-13B 128x128 PLE 5-11W 235-600 E27

LMDL-13C 148x148
PLE 2x18W 2x1,000 E27

PLC 1x13-18W 1x900-1,200 G24d
PLC 2x13-18W 2x900-1,200 G24d

LMDL-13D 178x178
PLE 2x23W 2x1,500 E27

PLC 1x18-26W 1x1,200-1,800 G24d
PLC 2x18-26W 2x1,200-1,800 G24d

Applications

• A premium, aesthetically-pleasing design recessed downlight,
horizontal lamp direction. Lumitron’s LMDL-13 downlight, allows
wide selection of compact fluorescent lamp range from 13W up
to 26W, single or twin lamp. Suitable for commercial lighting
applications, exclusive residential projects, shopping arcades,
hotels, restaurants, condominiums, and etc.

Specifications

• Suitable for single or twin compact fluorescent PLC 13W up to
26W.

• Reflector: heat resistant, high quality anodized aluminium.

• Color: white, black, silver

• Trim: die cast aluminium with polyester powder-coated.

• Diffuser: frosted glass

• Housing: steel with polyester powder-coated.

• Mounting: recessed mounting by employing supporting tools and
screw fastening.

Accessories (add suffixes to Lumitron Ref.) 
 -TB: remote ballast
 -RB: ballast on top of luminaire

Recessed Downlight

LMDL – 13


