
High quality gimbal rescessed downlight, 
Lumitron’s LMDL-182 Series, ideal for 
showrooms, department stores, residential and 
housing projects, restaurants.
• Aluminium body and front trim with powder 
coating finish in white or silver.    
• Housing: black polyester powder coating metal 
box.
• Adjustable lamp to control light direction. All 
lamps can be either adjustable or fixed at a 
certain direction. 
• Various types of lamp can be used within the 
same fixture for example; CDM-T, CDM-R111, 
CDM-R and QR111.

LMDL-182-1 Cut-out 175x175 mm 

LMDL-182-3 Cut-out 464x164 mm 

LMDL-182-4 Cut-out 318x312 mm

LMDL-182-2 Cut-out 312x164 mm

LMDL - 182
Square Recessed Downlight

G534°, 8°, 24°-QR111 50W
G24d-290°1,200PLC 18W
G24d-190°900PLC 13W

G538°, 24°, 45°-QR111 75W

10°-30°
10°-40°
10°-40°

12°, 24°, 36°
12°, 24°, 36°
12°, 24°, 36°
10°, 24°, 40°
10°, 24°, 40°

10°-40°
10°-30°

8°, 24°, 45°

Beam Angle

G126,600CDM-T 70W

E27-CDM-R 70W
E27-CDM-R 35W
G53-QR111 100W

G123,300CDM-T 35W
GX8.5-CDM-R111 70W
GX8.5-CDM-R111 35W

G126,600CDM-T111 70W
G123,300CDM-T111 35W

E27-HAL-PAR30 75W

G12

Base

14,000CDM-T 150W

LMDL-182-1
LMDL-182-2 
LMDL-182-3
LMDL-182-4 

LumenLamp TypeLumitron Ref.

Ordering Information

CDM-R111 QR111

PLC CDM-T111

CDM-R CDM-T


