
VIPET

L
Explosion-Proof – IP66

เหมาะสําหรับโรงงานเคมี โรงกล่ันนํ้ามัน หองพนสี สถานท่ีอันตราย
ิ ื่ ี่ ี ี ื  ี่ ิ ิ ไ  L
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และบริเวณอืน ๆ ทีมีสารเคมีหรือกาซทีอาจเกิดการระเบิดไดงาย
• ตัวโคมทําดวยโพลีคารบอเนต
• ตัวสะทอนแสงพนสีขาว ติดต้ังอยูในตัวโคม
• ฝาครอบโคมทําดวยโพลีคารบอเนต VO (UL94) guaranteed  

self-extinguishing ทนตอแรง กระแทกไดดี พรอมตัวล็อคแบบ  
Multipoint Locking System ชวยใหถอดทําความ สะอาดหรือ
ป ี่ ไ ส ็ M
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เปลยนหลอดไดสะดวกรวดเรว
• Cable Gland PG13.5
• IP66
• Standards:     II3GD Ex nA tD A II T5
• ZONE 2 Danger of explosion of inflammable gas
• ZONE 22 Danger of explosion of inflammable dust 
• Danger of fire and explosion of explosives I
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• Danger of fire and explosion of explosives
• BE3N3 V1, V2, V3 ČSN 33 2340
• ระบบไฟ AC:230 VAC (110/230 VAC upon request) 50/60Hz

สวนประกอบเพิ่มเติม
• 8001 M20 cable gland, grey, seal incl.
• 8501 M20 sealing plug seal incl
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• 8501 M20 sealing plug, seal incl.
• 51130 Self-locking cable suspender VIPET-1x
• 51131 Self-locking cable suspender - VIPET 2x
• 3571 Stainless steel clip POINTER, VIPET
• 1719 Stainless steel fixing spring VIPET - 1x
• 1718 Stainless steel fixing spring VIPET - 2x
• 51111 Accessories for one phase through - wiring O

N
51111 Accessories for one phase through wiring 
connection - 36W

• 51112 Accessories for one phase through - wiring 
connection - 58W

• 51109 Accessories for through - wiring connection 36W -
3F - 5x1, 5mm2

• 51110 Accessories for through - wiring connection 58W -

VIPET-N 2x36W

3F - 5x1, 5mm2

REF.  หลอด
ขนาด (mm.)

มาตรฐานและใบรับรอง
A B C D E

VIPET-N-I-118 1x18W 685 119 110 176 340

II3GD Ex nA tD A II T5 T89°CVIPET-N-I-218 2x18W 685 173 110 230 340
VIPET N I 136 1x36W 1290 119 110 176 700

www.lumitronlighting.com          1* รายละเอียดทางเทคนิค อาจเปลี่ยนแปลงไดโดยไมตองแจงใหทราบลวงหนา

VIPET-N-I-136 1x36W 1290 119 110 176 700
VIPET-N-I-236 2x36W 1290 173 110 230 700
VIPET-N-I-158 1x58W 1590 119 110 176 1000 II3GD Ex nA tD A II T4 T110°C
VIPET-N-I-258 2x58W 1590 173 110 230 1000 II3GD Ex nA tD A II T4 T122°C




