
  

  

 

        

 

       

   

   

   

    

     

          

 

 

     

       

  

       

           

      

  

        

       

 

 

  

 

   



Fluorescent lamps

4.21

TL-DTL-D Lifemax Super 80

Preferred selection
detaRDI tcudorP

Lamp

Wattage

[W]

81VLS 728/W81 D-LT

81VLS 038/W81 D-LT

81VLS 048/W81 D-LT

81VLS 058/W81 D-LT

81VLS 568/W81 D-LT

03VLS 728/W03 D-LT

03VLS 038/W03 D-LT

03VLS 048/W03 D-LT

03VLS 568/W03 D-LT

63VLS 728/W63 D-LT

63VLS 038/W63 D-LT

63VLS 048/W63 D-LT

63VLS 058/W63 D-LT

63VLS 568/W63 D-LT

63VLS 568/W63 D-LT

85VLS 038/W85 D-LT

Color

Designation

Cap

Base

Color

Temperature

[K]

Incandescent WhiteG13 2700

Warm WhiteG13 3000

Cool WhiteG13 4000

DaylightG13 5000

Cool DaylightG13 6500

Incandescent WhiteG13 2700

Warm WhiteG13 3000

Cool WhiteG13 4000

Cool DaylightG13 6500

Incandescent WhiteG13 2700

Warm WhiteG13 3000

Cool WhiteG13 4000

DaylightG13 5000

Cool DaylightG13 6500

Cool DaylightG13 6500

Warm WhiteG13 3000

Lamp

Voltage

[V]

59

59

59

59

59

98

98

98

98

103

103

103

103

103

103

111

Lamp

Current

EM/CuFe

[A]

0.36

0.36

0.36

0.36

0.36

0.36

0.36

0.36

0.36

0.36

0.36

0.36

0.36

0.36

0.36

0.67

Color

Rendering

Index

[Ra]

82

83

82

80

80

82

83

82

80

82

83

82

80

80

80

83

85VLS 048/W85 D-LT Cool WhiteG13 4000111 0.67 85

85VLS 568/W85 D-LT Cool DaylightG13 6500111 0.67 80
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Fluorescent lamps
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TL-D TL-D Lifemax Super 80
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TL-D /865

Spectral power distribution

Product ID

TL-D 18W/827 SLV

TL-D 18W/830 SLV

TL-D 18W/840 SLV

TL-D 18W/850 SLV

TL-D 18W/865 SLV

TL-D 30W/827 SLV

TL-D 30W/830 SLV

TL-D 30W/840 SLV

TL-D 30W/865 SLV

TL-D 36W/827 SLV

TL-D 36W/830 SLV

TL-D 36W/840 SLV

TL-D 36W/850 SLV

TL-D 36W/865 SLV

TL-D 36W/865 SLV

TL-D 58W/830 SLV

TL-D 58W/840 SLV

Chromaticity

Coordinate 

X

468

439

382

349

318

463

441

384

319

466

438

381

346

316

316

435

380

317TL-D 58W/865 SLV

Luminous

Flux Lamp

EM/CuFe

[lm]

0531

0531

0531

0131

5721

0042

0042

0042

0032

0523

0523

0523

0713

0703

0703

0515

0025

0084

Chromaticity

Coordinate 

Y

714

404

083

163

733

024

704

383

833

714

304

973

953

633

633

404

183

933

Life to

50%

Failures EM

[hrs]

13000

13000

13000

13000

13000

13000

13000

13000

13000

15000

15000

15000

15000

15000

15000

15000

00051

00051

Nett

Product 

in Grams

[gr]

82.9

82.9

82.9

82.9

82.9

132.7

132.7

132.7

132.7

127.7

127.7

127.7

127.7

127.7

127.7

232.1

1.232

1.232
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Lumen maintenance diagram
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